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Foreword

This Japanese Industrial Standard has been revised by the Minister of
Economy, Trade and Industry through deliberations at the Japanese In-
dustrial Standards Committee as the result of proposal for revision of
Japanese Industrial Standard submitted by The Japan Society of Me-
chanical Engineers (JSME)/Japanese Standards Association (JSA) with
the draft being attached, based on the provision of Article 12 Clause 1 of
the Industrial Standardization Law applicable to the case of revision by
the provision of Article 14. Consequently JIS B 2404:2006 is replaced
with this Standard.

This JIS document is protected by the Copyright Law.

Attention is drawn to the possibility that some parts of this Standard
may conflict with patent rights, applications for a patent after opening to
the public or utility model rights. The relevant Minister and the Japanese
Industrial Standards Committee are not responsible for identifying any of
such patent rights, applications for a patent after opening to the public or
utility model rights.
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Dimensions of gaskets for use with pipe flanges

Introduction

This Japanese Industrial Standard specifies the dimensions of gaskets used for the
pipe flanges (hereafter referred to as flanges).

This Standard was established in 1967 as “Spiral-wound gaskets for pipe flanges”,
and has gone through revisions up to the present including the revision made in 1999,
in which this Standard was changed to the standard for dimensions of gaskets. The
last revision was made in 2006, and the revision at this time is to ensure the con-
sistency with the relevant standards revised thereafter, and to correspond to changes
in the applicable products.

The flanges specified in ISO 7005-1, ISO 7005-2 and ISO 7005-3 are different from
those using the gaskets specified in this Standard. No corresponding International
Standard has been established at this point. This Standard does not cover the materi-
als of gaskets and the criteria for use.

1 Scope

This Standard specifies the types and dimensions of gaskets used for flanges speci-
fied in the main texts of JIS B 2220, JIS B 2239, JIS B 2240 and JIS B 2241 connected
to the piping for fluids such as steam, water and oil. This Standard is not applicable to
gaskets corresponding to the flanges specified in ISO 7005-1, ISO 7005-2 and ISO
7005-3.

The dimensions of gaskets used for flanges shown in Annex E of JIS B 2220 are
shown in Annex A for reference.
2 Normative references

The following standards contain provisions which, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards (in-
cluding amendments) indicated below shall be applied.

JIS B 0116 Glossary of terms for packings and gaskets
JIS B 2220 Steel pipe flanges

JIS B 2239 Cast iron pipe flanges

JIS B 2240 Copper alloy pipe flanges

JIS B 2241 Aluminium alloy pipe flanges

3 Terms and definitions

For the purpose of this Standard, the terms and definitions given in JIS B 0116 ap-
ply.
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